
The Study on Storm
 W

ater D
rainage P

lan 
for the C

olom
bo M

etropolitan R
egion 

in the D
em

ocratic Socialist R
e public of Sri Lanka

JA
PA

N
 IN

T
E

R
N

A
T

IO
N

A
L

 C
O

O
P

E
R

A
T

IO
N

 A
G

E
N

C
Y

Figure 7.3.2 
G

eneral 
Plan 

of 
M

aradana 
Pum

ping 
Station 

and Im
provem

ent of G
alle Face O

utfall 

0 500 m 
Scale 

A
8 - F97 







A8 - F100 

JAPAN INTERNATIONAL COOPERATION AGENCY 

Figure 7.3.5 
General Plan of Madiwela South Diversion 
Channel 

The Study on Storm Water Drainage Plan 
for the Colombo Metropolitan Region 

in the Democratic Socialist Republic of Sri Lanka 

Closing Bund 

Parliament Lake 

Bridge 

Bridge 

Bridge 

Bridge 

Weras Ganga 

Bridge Madiwela South Diversion Channel 
L = 8,800 m 

0 500 m 
0 1 

Scale 

500 m 2 km 

Crossing Railway and 
High Level Road 


	Figure 7.3.2 General Plan of Maradana Pumping Station and Improvement of Galle Face Outfall
	Figure 7.3.3 General Plan of North Lock Pumping Station
	Figure 7.3.4 General Plan of Gotatuwa Pumping Station
	Figure 7.3.5 General Plan of Madiwela South Diversion Channel



