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Canal capacity of Lat C.  is 
too small for rotational water 
delivery and extention of 
Lat. C PHOTO (2) 

Lat C. partialy 
overflow during 
rotation delivery 
schedule

All turnouts along Lat. C 
are operated by IA

Headgates along Right 
Main Canal are 
operated by NIA

Check structure for 
water re-use at Creek is 
not function well

Much percolation in earth 
canal from Sta. 1+260 of 
Lat C.  PHOTO (5)

Sta. 2+720
RMC Checkgate to Lat 
C. is damage by private 
track PHOTO (1)

Water shortage during 
dry season due to 
unlined canal from end 
check of Lat. C

Service road  along 
Lat.C is poor 
condition (many put 
hole)  due to less 
maintenance WESLASU FIA
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Lat. E head gate width is too 
small to accommodate water 
during rotation. Head gate was 
desiged for normal Irrigation 

During dry season from 
15 ha to 20 ha area could 
be not irrigated

Lat. E Sta. 0+620-0+760, 1+100-
1+260, 1+700-2+080 
Lined canal is too small during 
rotational schedule.
Canal capacity could not 
accommodate water PHOTO (4)

Proposed check 
structure for drainage 
re-use / line creek

Proposed check structure to 
re-use along La Suerte 
irrigated creek (200 ha could 
be irrigated)

Lat. E Sta. 1+277 
Turnout #95   No 
steel gateLat. E Sta. 0+300 to 1+100 

Damage canal embankment 
PHOTO (1)

Lat. E 
Before project there is existing canal 
where in it became there farmditches
when project came in

Lat. E Sta. 0+564,1+277, 
1+567,1+761
Water overflow at culvert 
pipe inlet during rotational 
schedule

No service road 
along Lat. E Sta. 
0+000 - 1+200
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Lat. F Sta. 0+550-0+680, 
0+920-1+110
Water overflow during 
rotational water delivery 
PHOTO (2)

Head gate of Lat. F 
no staff gauge 
(measuring device)

Gross field area 
( 62.50 ha rice 27.00 ha 
sugar cane )

Lat. F Sta. 0+920, 1+120 
Illegal checking PHOTO (1)

Cropping intensity 
is Wet 100%
Dry 70%

Lat. F Sta. 0+075-
0+125, 0+480-0+554
0+920-1+002
Left and right burn 
destroyed eroded 
PHOTO (3)

Lat. F Sta. 0+575 1+022 1+466 
Culvert water overflow at pipe 
inlet during rotational water 
derivery

New land owner plant sugar 
cane instead of rice 
because shortage of water.

MALKA IRA

No service road along Lat. 
F Sta. 0+150 to end 
check.
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