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Ozone Reservoir with Booster Pump Station 

 
Reservoir and Pump Station 

 
Workshop for assembly of water meter 

 

資料 7.1.1  浄水場 

Ngaliema WTP 

 
Intake Pump Station 

 
Sedimentation Tank 

 
Mixing Tank for Coagulation 

 
Storage Yard 
(Area for the expansion of WTP) 
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Lukunga WTP 

 
Overview 
Coagulation, Sedimentation and Filtration 

 
Workshop 

Lukaya WTP 

 
Overview 
Under construction by REGIDESO 
(Completed in 2008) 

 
Temporary intake pump station 

 
Sedimentation, Filtration and Operation 
Building 
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Mitendi Water Supply 

 
Spring  

Dry well constructed by REGIDESO 

 
Expansion area in Mitendi 

 
 

 

N’djili WTP 

Intake facilities 
Under construction with the assistance of WB 
(Mod.3) 

 
Existing facilities (Coagulation, Operation Building, 
Sedimentation) 
Under rehabilitation with the assistance of WB 
(Mod.1&2) 

Filtration 
 

Chlorine Dosing Pump 
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Laboratory 

 
Mixing Tank for chemicals 

Kinkole Water Supply 

 
Two Boreholes 
Yield: 20 m3/h/borehole 
Only one borehole is operating 

 
Area for construction of a new WTP on the Congo 
River 

Maluku WTP 

 
Intake Pump  

Compact Unit maid in DRC 
Coagulation and Sedimentation 

Drilling Site of RESIDESO at Maluku 

 

Track Mount of Reverse Type Drilling Machine 
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Track Mount with Percussion Type Drilling 
Machine 

 

Site of N’djili Mount to be constructed through the assistance of China 

 
Intake Site 

 
Site for WTP 
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資料 7.3.1  現況水道施設 

Mbanza Ngungu Water Supply Project by JICA 

 

Well No.5: No operation due to 
burning of a submersible pump 

Systematic Water Supply Diagram
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Well No.6: Operating  
Control panel  
 

Well No.8: Operating 
Control panel 
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Well No.7: Dry up after 2 months Well No.1: Dry up after 2 months 
Pumping test: 50m3/h 

Well No.4: Dry up after 1 month 
Well No.3: Collapsed in 2004 

Well No.2: Dry up after 2 months 
Result of pumping test: 20m3/h 
Depth of drawdown: 67.8m 

Reservoir (400m3) 

Tap Stand constructed by REGIDESO Communal Water Supply Pint at the Kusukusu 
River 
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Kusukusu River and Vacant lot of the abounded 
WTP 

Main Reservoir (1,200 m3) 

Kula Spring 
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